12+12 Synchro-Mesh Gearbox 2500kg 3-point linkage lift capacity
Shuttle on operators left 540/540E rpm PTO

4WD mechanical 1.6 — 34 km/hr

Large 78 litre fuel tank 18.4 x 30 rear tyres
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Engine

Engine model

Max Power HP/Kw

No. Cylinders/cc

Fuel tank capacity (litres)
Transmission

No. of speeds

No. of ranges

Max. Travelling speed
Shuttle

PTO

PTO type

PTO control

PTO speeds

Hydraulics

3 Point Linkage Lift capacity
3 Point linkage category
Number of hyd remote outlets
Hydraulic flow
Dimensions

Length

Width

Weight

Tyres

Adjustable front and rear rim centres

Driving area
Folding ROPS

Sun canopy and rear weights

4-in-1 loader with euro hitch bucket, quick detach

4100FLT
75/55
4/3707
78

12Fx12R
3
34 km/h

Synchromesh

Mechanical
Hand operated

540/540E RPM

2500kg
2
2 sets

44 + 23

4162mm
2400mm
3150
Front (11.2 x 24) Rear (18.4 x 30)

Yes

Yes
Optional

Optional

Australian distributor Inlon 02 4360 4000 or www.landini-tractors.com.au
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